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NUVACOR VPS (Versatile Polymer
Surfacing) is ideal for use in hundreds of surfac-
ing applica- tions, from decorative interiors and
furniture to demanding high traffic, high impact
public spaces, including hygienically challenging
environments.

NUVACOR VPS meets your surfacing 
performance needs with variable thickness and
hardness options.

Using proprietary state-of-the-art high defi-
nition imaging technology, Nuvacor transforms
its ultra performance (high molecular weight)
clear acrylic sheets into the most attractive and
versatile surfacing available in the market today. 

NUVACOR VPS is easy to work with using
common tool technology and is easily shaped
and formed on-site, eliminating back and forth
shop-to-site slowdowns and expense.

NUVACOR VPS self-adhesive brings peel-
and-stick convenience to commercial installations.
No clamping, no set up time, no overspray, no
noxious fumes and no VOC’s. Designed to meet
the demanding needs of the marine industry,
Nuvacor’s self-adhesive performs in extreme
environments from 180˚F to -10˚F AMBIENT
Temperature so you can be sure that it will work
for you.

Whether you design and build for the luxury
markets; Yachts, Jets, Motorcoaches, Boardrooms,
Showrooms or for Hospitality, Healthcare, Retail
or Recreation, NUVACOR VPS is your surfacing
solutions partner.

Choose a color, wood grain or abstract
from our standard portfolio or bring us your 
colors, patterns or favorite artwork and let
NUVACOR VPS introduce you to a new level of
customer service and satisfaction.

Call us to learn more about our products or
visit us online at www.NUVACOR.com.

If it’s versatile it’s NUVACOR VPS.

NUVACOR 

NUVACOR CORPORATION
430 Communipaw Avenue
Jersey City, New Jersey 07304
Tel: 201 413 1776
Tel: 570 966 5003
Fax: 212 656 1781
sales@nuvacor.com
www.nuvacor.com



NUVACOR MARKETPLACE NUVACOR QUICK GUIDE

RETAIL
ATM/Bank
Cashier
In-Store Display
Boutique
Island

HEALTHCARE
Pharmacy
Laboratory
Lounge
Reception

TRANSPORTATION
Marine
Aviation
Automotive
Service Counter
Showrooms

HOSPITALITY
Reception
Restaurants
Lounge
Casino
Guest Rooms
SPA

HOME/OFFICE
Furniture
Kitchens
Baths
Conference Room
Tables
Lobbies
Corporate ID

ENVIRONMENTS

Versatile
NUVACOR VPS is the
most exciting and versatile
surfacing material in the
market today. Table Tops,
Counter Tops, Custom
Kiosks, In-Store Displays,
Lobbies, Reception Areas,
Showrooms, Wall
Paneling, Cabinetry
Surfacing, Showers, Spas
and Bathroom Walls,
Marine and Outdoor
Environments are just a
few of the applications
where NUVACOR VPS
excels. Available in both
acrylic and polycarbonate
sheets in multiple thick-
nesses and hardcoats.

Hygienically Safe
Virtually inert and
extremely well suited
where hygiene is a factor.
NUVACOR VPS’s dense
molecular structure offers
unrivaled advantages. With
NUVACOR VPS, style
and performance are
partners.

Low Maintenance
NUVACOR VPS is up to
95% as hard as glass and
virtually inert.
Surface abrasions are
easily repaired on-site.
All NUVACOR VPS 
products are easy to
maintain and keep looking
like new with off-the-shelf
glass cleaner.

Stylish
NUVACOR VPS is a 
stylish choice. Modern
colors and textures, exotic 
woodgrains and numerous
installation options make
NUVACOR VPS a
creative design partner.
Choose from a standard
portfolio of 22 metallics, 
4 non-metallic solid colors,
5 woodgrains and
1 stone finish.
NUVACOR VPS can
match
any PMS, metallic or
non-metallic color,
woodgrain, stone and
abstracts. Please call us
with your needs or bring
your own design.
We can match it!

Self-Adhesive
NUVACOR VPS withstands
temperatures between
180˚F and -10˚F
AMBIENT Temperature.
Originally developed to
meet the demanding
needs of the offshore
marine industry, NUVA-
COR VPS delivers the
convenience of 
peel-and-stick and the
performance of traditional
adhesives. NUVACOR
VPS is ecofriendly, releas-
es no VOC’s or odors and
makes clean-up fast and
easy.

Weatherproof
NUVACOR VPS is a solid
sheet and will never
delaminate. NUVACOR
VPS’s solid acrylic and
polycarbonate properties,
combined with state-of-
the-art manufacturing
technology, create a 
superior weatherproof
product. Exhaustive testing
both in the lab and on site
proves this generation of
NUVACOR VPS the
toughest and most 
versatile ever.

Customizable
NUVACOR VPS can
match any color, pattern,
logo and even abstract art-
work.State-of-the-art 
reproduction technology
allows NUVACOR VPS to
create one-of-a-kind 
surfaces just for you. 
With the clarity and near
hardness of glass, 
NUVACOR VPS adds a
third dimension to any
surface installation.

Variable Thickness
Both our Acrylic and
Polycarbonate sheets are
available in a variety of
thickness standards from
.040” up to .125”. Custom
thicknesses are available.
Standard sheet size is
51” x 100” – a bonus of
3.41 square feet per sheet.

Easy Installation
All NUVACOR VPS 
products are easily
installed using common
tool technology. NUVACOR
VPS is machinable, 
cuttable and bendable
with no stress fracture.
NUVACOR VPS requires
no clamping, no set-up
time and no adhesive
flashoff. The adhesive 
is odorless and cleanup 
is easy.

Eco-Friendly
NUVACOR VPS’s 
proprietary reproduction
technology creates life-like
images with unmatched
realism and clarity, thus
eliminating the need to
harvest trees or other 
precious resources. With
NUVACOR VPS, there 
are no heavy glues, no
VOC’s, no flash-off, no
odor and less material
waste. NUVACOR VPS
has applied for
GreenGuard status.
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